
/VOTES ( S o 0  STD. DRG. NO. /OZ.) 

. Weakened P/one - //8" Wlde x / "  Deep /n  -r /dewo/k, 
/ /a"  Wide I / -  / / 2  " Deep i n  cu rb  ond gut ter .  (10  m center) 

2 .  Expansion Joints - Mater ia l  t o  be  //2" t h i c k  p remo lded  
j o i n t  f i / / e r ,  f u / /  t h i ckness  of  concrete. A p p r o v e d  m8chon/co/  
joinls moy b8 used i n  wolks /n / ieu o f  #xpons/on Jo/nts. 
Expansion Joints she// be  placed i n  t h 8  s /dewo/k ut the some 
/oca l~on us those in the curb ond putter, when the sidewo/k i s  
od jocen t  to the curb and gutter, un less  otherwise d i rected by 
the Engineer.  Distonce between joints 60 feet. 
Expansion joints shall be installed in the curb 8 gutter o t  a// 

curb returns, and also ot ON di ivewys 

3. Score  M o r k s  - I n  sidewo/k 5 '  on cen te r .  I n  s idewa/k  6 '  
or more i n  w i d t h ,  longitudinof score marks  o lonp  center o f  
w o / k .  In areas with existing sidewo/k, score marks to  match 
ex is t ing,  or she// meet the OPPrOvOf o f  the  City Engineer.  

4 .  Closs 'k" concrete $ . )o / l  be used 

5.  Re/at ive compoctian for  aggregate base moterio/ 90 X 

6. W e o k e n r d P / o n e  shoN b e  m o d e  o t  b o t h  s ides o f  v o u / f s  and 
c a t c h  bos ins f r o m  bock o f  cu rb  to bock o f  sidewalk. 




